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PRE-PUNCHED RAILS  FOR PICKET INSERTION
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2.0"  [51mm]

AutoCAD SHX Text
5.5"  [140mm]
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PANEL HEIGHT  PANEL WIDTH   POST CENTERS PANEL WIDTH   POST CENTERS POST CENTERS UP TO 6FT. HIGH  95  " [2432mm]  101" [2565mm]  95  " [2432mm]  101" [2565mm]  34" [2432mm]  101" [2565mm]  101" [2565mm]  7FT. AND HIGHER      74  " [1899mm]   80" [2032mm] 74  " [1899mm]   80" [2032mm] 34" [1899mm]   80" [2032mm] 80" [2032mm] NOTE: ENQUIRE ABOUT PANEL WIDTHS OF 95  " [2432]  34" [2432]       FOR PANELS ABOVE 72" [1829] HIGH
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SPECIFICATIONS: POSTS RAILS: EXTRUDED MARINE ALUMINUM 6061-T6      FITTINGS: 12GA. STAMPED MARINE GRADE ALUMINUM EXTRUDED MARINE ALUMINUM 6061-T6      FITTINGS: 12GA. STAMPED MARINE GRADE ALUMINUM FITTINGS: 12GA. STAMPED MARINE GRADE ALUMINUM 12GA. STAMPED MARINE GRADE ALUMINUM & PICKETS PRIME ALUMINUM, NORTH AMERICAN PRODUCED        FINISH AS DESCRIBED  PICKETS PRIME ALUMINUM, NORTH AMERICAN PRODUCED        FINISH AS DESCRIBED  PRIME ALUMINUM, NORTH AMERICAN PRODUCED        FINISH AS DESCRIBED  FINISH AS DESCRIBED  FINISH:   SEVEN STAGE ARCHITECTURALLY CERTIFIED      WELDS: ALUMINUM  - FULL BEAD ON PUBLIC SIDE SEVEN STAGE ARCHITECTURALLY CERTIFIED      WELDS: ALUMINUM  - FULL BEAD ON PUBLIC SIDE WELDS: ALUMINUM  - FULL BEAD ON PUBLIC SIDE ALUMINUM  - FULL BEAD ON PUBLIC SIDE - FULL BEAD ON PUBLIC SIDE PRETREATMENT AS PER AAMA 2604.           - TACK WELD ON PRIVATE SIDE - TACK WELD ON PRIVATE SIDE SUPER DURABLE ELECTROSTATICALLY APPLIED        POWDER COAT - MIN THICKNESS 2.5 mils COLOUR: STANDARD COLOURS ARE BLACK, SEMI-BLACK      STANDARD COLOURS ARE BLACK, SEMI-BLACK      POSTS:  76mm x 76mm (3"x3"), .188 WALL         BROWN, GREEN, WHITE AND FOREST GREEN.  76mm x 76mm (3"x3"), .188 WALL         BROWN, GREEN, WHITE AND FOREST GREEN.  BROWN, GREEN, WHITE AND FOREST GREEN.  (CUSTOM COLOURS AVAILABLE UPON REQUEST)    OPTION: 102mm x 102mm (4"x4"), .188WALL       POST FLANGES:  152mm x 152mm x 6mm (6"x6"x ") OR      WARRANTY: 20 YEAR LIMITED 152mm x 152mm x 6mm (6"x6"x ") OR      WARRANTY: 20 YEAR LIMITED 14") OR      WARRANTY: 20 YEAR LIMITED WARRANTY: 20 YEAR LIMITED 20 YEAR LIMITED 203mm x 203mm x 13mm (8"x8"x ")            12")                 POST CAP:  PYRAMID OR BALL          NOTE:  ALL TYPES OF GATES AVAILABLE                 PYRAMID OR BALL          NOTE:  ALL TYPES OF GATES AVAILABLE                 NOTE:  ALL TYPES OF GATES AVAILABLE                 ALL TYPES OF GATES AVAILABLE                 TAMPER PROOF NUTS AVAILABLE       RAILS:   38mm x 64mm (1 " x 2 "),  .120WALL         38mm x 64mm (1 " x 2 "),  .120WALL         12" x 2 "),  .120WALL         12"),  .120WALL         .120WALL         PICKETS:  19mm x 38mm ( " X 1  "), .065WALL 19mm x 38mm ( " X 1  "), .065WALL 34" X 1  "), .065WALL 12"), .065WALL             
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